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NEMA Classifications 

Ref: NEMA Standards Publication, Pub. No. ICS6-1988 

NEMA:    Type 1 - General Purpose – Indoor 

Type 2 - Dripproof – Indoor 

Type 3 - Dusttight, Raintight and Sleet (Ice) Resistant - Outdoor 

Type 3R - Rainproof and Sleet (Ice) Resistant - Outdoor 

Type 3S - Dusttight, Raintight and Sleet (Ice) Proof - Outdoor 

Type 4 - Watertight and Dusttight - Indoor and Outdoor 

Type 4X - Watertight, Dusttight and Corrosion Resistant - Indoor and Outdoor 

Type 5 - Superseded by Type 12 for Control   Apparatus 

Type 6 - Submersible, Watertight, Dusttight and Sleet Resistant - Indoor and Outdoor 

Type 7 - Class I, Group A, B, C or D Hazardous Locations; Airbreak Equipment – Indoor 

Type 8 - Class I, Group A, B, C or D Hazardous Locations; Oil-Immersed Equipment – Indoor 

Type 9 - Class II, Group E, F or G Hazardous Locations; Airbreak Equipment – Indoor 

Type 10 - Bureau of Mines 

Type 11 - Corrosion Resistant and Dripproof; Oil-Immersed – Indoor 

Type 12 - Industrial Use, Dusttight and Driptight - Indoor 

Type 13 - Oiltight and Dusttight – Indoor 

 

The above NEMA Standards are used for our ITT Neo-Dyn switches.  
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